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POISON 
NOT TO BE TAKEN - KEEP OUT OF REACH OF CHILDREN 

UN No. 1263 3(Y)E 
SDS AVAILABLE ON REQUEST 

FLAMMABLE LIQUIDS, N.O.S 
CONTAINS: Liquid Hydrocarbons >60% 

STM Studio Supplies constantly researches 
and updates the product list by listening to 
customer feedback and practical installation 
experience. We have developed Juju Primer 
to compliment Juju® Stage & Studio 
Performance Floor Finish.   
	
Juju Primer is a 100% polyurethane sealer 
and is suitable for use on most timber floors. 
It has been developed to be compatible with 
Juju® Stage & Studio Performance Floor 
Paint. 	
A coat of primer prior to Juju® application is 
required.  

Leave to cure for 24 hours at above 20C and below 35 C before applying the first coat of Juju® Allow for a 
10m2  /litre coverage with a 12mm nap roller. 

FAQ 
I want a coloured finish to my floor, what type of paint can I safely use 
 with Juju? 

✔ Most matt or low sheen acrylic paints are ok. We recommend and supply Rosco Tough Prime for black  
or grey floors 
 
Why do you recommend water borne primer? 

✔ Non-toxic ✔ Wear resistant ✔ Easy Application 

✔ Won’t react adversely with the Juju ✔ Water clean ✔ Fast drying 

Why can’t I use a 2 - pack sealer? 
× It will resist other chemically based products i.e. other paints, in this instance Juju. Put simply, all paints chemically 

attach themselves to what is underneath them. In this instance the solvent Xylene eats into the material below 
creating the bond. 
This is assisted by scoring the surface to create a “tooth” or access path. 

× 2 pack materials “resist” abrasion and form an impervious sealed layer that unfortunately is also “thermo-elastic” 
This means that they heat up when abraded causing clogging up any sandpaper or sanding screens. 

× This in turn means it will be very hard to remove; we have on occasion had to use concrete grinding equipment to 
make good a badly prepared floor. 

 


